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Before installing the product, please read the Installation
Manual carefully and keep it for future reference.
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Specification

Specification

Specification

Main Body of the Spout «««ereevervarnnn.. 1 set

o 2116 | = T, 1 set
Diverter KNOD -« «eeeretersisrssrnnssnnnnss 1 set
Decorative plate ««--rverrereraariannannn. 1 piece
Lining plate -+« eueeevereneneiieieneenanss 1 piece
SCIEW e eerrrnnnnnnnssrssnnnsrsassnnssssnnnnes 4 pieces
HEX WIENCH -« e errenrrrrrrssnnnnnrrrrrrnnnnns 1 piece
Installation ManuUal ««eeeeeserrrennassereens 1 copy
User Manual «--eeeeeessererrrrnsnnnnnnnnnns 1 copy

Products using this specification include

TBG01303* "GO" Concealed Mixing Valve

TBG02303* "GR" Concealed Mixing Valve

TBG03303* "GS" Concealed Mixing Valve

TBG04303* "GA" Concealed Mixing Valve

TBG07303* "GE" Concealed Mixing Valve

TBG08303* "GC" Concealed Mixing Valve

TBG09303* "GM" Concealed Mixing Valve

TBG10303* "GB" Concealed Mixing Valve

TBG11303* "GF" Concealed Mixing Valve

TBG01304* "GO" Concealed Mixing Valve with Diverter
TBG02304* "GR" Concealed Mixing Valve with Diverter
TBG03304* "GS" Concealed Mixing Valve with Diverter
TBG04304* "GA" Concealed Mixing Valve with Diverter
TBG07304* "GE" Concealed Mixing Valve with Diverter
TBG08304* "GC" Concealed Mixing Valve with Diverter
TBG09304* "GM" Concealed Mixing Valve with Diverter
TBG10304* "GB" Concealed Mixing Valve with Diverter
TBG11304* "GF" Concealed Mixing Valve with Diverter

Note: TBG01303*,TBG02303*, TBG03303*, TBG04303*,
TBG07303*,TBG08303*,TBG09303* ,TBG10303*
and TBG11303*has no diverter knob.




Use Conditions and Attention on Installation
C Use Conditions )

1. Pressure for cold water * hot water supplying
Minimum pressure...0.05 MPa (flow pressure)
Maximum pressure...1.0 MPa (static pressure)
Recommended pressure...0.1 ~ 0.5 MPa (flow pressure)
Detection pressure...1.6 MPa (static pressure)
2.The water supply temperature is between 4C and 90°C. It is recommended to
use hot water temperature of 60°C. Do not use steam when supplying hot water.
3.Ambient temperature of the use above 0C. If it is lower than 0°C, the spout will
have some issues such as deformations, cracking, etc.
4.When it is not used for a long time, it may cause the inside and outside of the spout
to rust and corrode, leading to malfunction.
5.1f you need to dispose of this product, do not dispose of it as general household
waste. Please follow the regulations to properly dispose, recover and recycle it
through an independent recycling system.
6.The products stated in the Manual have a cleaning function.

C Attention on Installtion )

A Warning : Indicates that if you overlook this sign, causing misoperation, it may
result in serious injury or death.

A Attention : Indicates that if you overlook this sign, causing misoperation, it may
cause personal injury or property damage.

AWaming

1.As one side of the spout to supply hot water is in a high—temperature state, do not let
the skin be directly in contact with the surface of the hardware fitting; otherwise it may
cause burn injuries.

2.Do not assemble cold * hot water tubing incorrectly; otherwise it may cause burn
injuries.

3.Do not use steam when supplying hot water; otherwise it may cause burn injuries.

4.When you switch from the water outlet side to the shower side, or from the shower
side to the water outlet side directly, the water temperature will change, so please
use the water after feeling the water temperature with the hand, otherwise scalding
may occur.

Attention and Maintenance for Installation

A\ Attention

1. Since the ceramic valve spool is a relatively precise component, do not disassemble
it without authorization; otherwise it may cause water leakage and other defects.

2. Do not hit this product; otherwise it may cause malfunction or water leakage.

3. As the product model is constantly updated, the actual product may not look the
same as it is shown in the diagram, but the basic installation and operation principles
are the same.

4. Due to water supply inspection before this product leaves the factory, there may be
residual water in the faucet, and this is not a product problem.

5. When using in places where icing may occur, anti-freezing measures must be
taken.The parts will be damaged due to icing, which may cause water leakage
and property loss. Damages caused by icing are repaired for a fee even during
the warranty period. Please ensure that the ambient temperature of the product
is always above 0C.

Anti—freezing measures

When using in places where icing may occur, anti-freezing measures must be

taken.

1. The parts will be damaged due to icing, which may cause water leakage.

2. Damaged parts caused by icing are repaired for a fee even during the warranty
period.

3. After the construction is completed or when it is not used for a long time,
prepare to prevent sudden drop of temperature and prevent the product from
icing.

4. Because of the risk of icing, please ensure that the ambient temperature of the
product is always above 0C.

C Maintenance

In order to maintain the decent appearance of the product for a long time,
please maintain it according to the following methods.
1. Wipe with a soft cloth often, or wipe with a soft cloth with water occasionally.
2. When there is dirt and it is obvious, please wash it with water thoroughly after
wiping it with neutral detergent.




Installation completion diagram

Installation completion diagram

TBG02303*Concealed Mixing Valve
Diagram of [this product] fitting with other [TOTO] products
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Note: The unit of size in the figure is mm
The size in the () is the reference size
% This product must be used with TBNO1001*.

TBG02304*Concealed Mixing Valve with Diverter
Diagram of [this product] fitting with other [TOTO] products
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Note: The unit of size in the figure is mm
The size in the () is the reference size
% This product must be used with TBNO1001*.




Installation of Spout

Installation of Spout

Tools prepared before installation

Silicon Caulk Knife saw Screwdriver (opposite side
2/2.5/4 mm)

Confirmation before installation

B Confirm that the water supply pipes have been turned off and the water route has
been washed before installation.

B Please read the Installation Manual carefully and install the product following the
main points for installation in the manual.

|.Preparation before installation of faucet

1. Wash the cold/hot water supply

pipelines and inspect pressure )
resistance firstly. Knife saw
2. Use the saw to cut the part of Mini
Unit main body protruding from wall,
and ensure the protruding edge of
resin is within 2mm from the wall
surface. ( Do not let the edge sinkin  MINI UNIT

the wall, either. ) TBNO01001*

Attention

@ Pay attention to that the edge
should be cut orderly when
cutting the Mini Unit main body
shell.

® The protective cover may be
scratched at cutting, but this
does not affect the use of
product.

Protective
cover

Silicon Caulk

3. The silicon caulk is applied evenly in
the space between the Mini Unit main
body and the wall surface, and the Hex wrench
glued surface should not protrude (opposite side
from the wall surface. 4 mm)

4. Take down the protective cover, and
remove the washing cover with hex

wrench.

Il.Installation of main faucet body I?é?stig?gﬁ] ;?tv gL fing

1. Take out the main faucet body part, installation)
and then remove the protective cover.
2. Enclose the diverting part of the main

faucet body into the Mini Unit main
body in an upward direction, and fasten
it sufficiently with screws. the "UP" part
on the main body is installed in a
upward direction)

Sorew—

@ Take care not to lose any screw and
ensure O-ring does not come off
when removing the protective cover.

@ Please fasten the screws of main
faucet body with the hex wrench in ~ Hex wrench
the product package. (opposite side 4 mm)

@ Please do not install the main faucet
body in a upside—down direction.

o
MINI UNIT
TBNO1001*

Effect after completion _ |«
of installation |
lil.Installation of lining and decorative plates

1. Put the lining plate sleeve on the main faucet body in a direction
of "UP" indicated on the lining plate.
2. Fasten the lining plate on the Mini Unit main body with screws.

Attention Lining plate

® Perform a pressure resistance inspection
before installation of lining plate, and
confirm whether the cold/hot water
stopcock is turned on safely.

® The water outlet is located below the lining
plate, as the lining plate cannot be installed
in an upside—down direction.

® There is a foaming sealing rubber strip on
the lining plate and a water outlet below it,
so the silicon caulk should not be used on
the edge of the lining plate.

@ The screws need to be tightened manually,
and should not be tightened with a strong
force using an electric tool. Screw Water outlet

® The lining plate must be compacted when
the screws are tightened, and there should
be no gap between the lining plate and the
wall surface.
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Installation of Spout

3. Make the water outlet of decorative plate face down,
pass through the cartridge sleeve and install on the
lining plate.

4. Keep the space between the decorative plate and the
wall surface within 1 mm.

Attention

@ Take care not to scratch the cartridge
sleeve when installing the decorative plate.

Decorative plate

Fon

Cartridge sleeve

@ Do not apply the silicon caulk
on the edge of the decorative
plate, as there is a water

&7

Diverter rod

7 £
outlet below the decorative Water outlet
plate.
IV.Installation of handle and diverter knob ~ Diverter knob ¢
1. Install the diverter knob on the diverter \ ’ )

rod, and fix it on the diverter rod with
screws.

2. Install the handle on the cartridge, fix it
with screws and finally install the
indicating cover on the location of screw
hole.

Effect after
completion of
installation

Screw @

Handle

Indicating cover—_

\& Hex wrench

(opposite side
2 mm)

Cartridge

W Screw
Hex wrench

(opposite side
2.5 mm)

TOTO Asia Oceania Pte. Ltd.

Telephone:65-6744-6955

FAX: 65-6841-0819

Address: 10 Eunos Road 8 #12-07 Singapore Post Centre
Singapore 408600

Website:asia.toto.com
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